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PRODUCT INFORMATION
Junckers Hexparket

Solid Hardwood Flooring

Product Information
Junckers Hexparket B 1 2 O
Commercial / Residential °

Hexparket
Junckers Hexparket is produced as
untreated hexagonal tiles composed of 3

PRODUCT RANGE

seperate pieces, Fig. 2. Wood Species Tile size [mm] ‘ Grade ‘ Surface ‘ Features
Each tile is provided with a groove on all Ok
N 20.5x370x370x 370 Harmony Untreated
sides. Included loose tongues, 180 mm of
) ] Black Oak
length, ready for installation.
Nominal Board Dimensions:
Thickness: 20.5 mm (0.2 mm) Size: 370 x
370 x 370 mm (£0.2 mm) TECHNICAL PROPERTIES
Drying Methods: Resistance to Identation Oak 3.4 Hardness Brinell
Kiln dried.
Fire Classification CF—S1 (DIN EN 13501-1:2002)
Moisture Content:
Oak: 8 % (+2 %) Thermal Conduction: (Transmission Coefficient) Approx. 0,17 W/mK
Black Oak: 9% (+2 %)
Heat Resistance 20.5 mm: Approx. 0.12 m2 K/W
Precision Engineering: Surface Untreated: Final sanding to grit 150.
Landing Deviation: 0.4 mm.
Q o . .
=y Tiles wrapped in polythene.
Tiles / m? ‘ Tiles / pack ‘ m? / pack Kg / pack
8.44 ‘ 8 ‘ 0.95 ‘ 14
Fig. 2
Manufacturer: Junckers Ltd. +44 1376 534700 / tech@junckers.co.uk B12.0 1/1

Junckers Industrier A/S
www.junckers.com

Denmark:+45 70 80 30 00 / teknik@junckers.dk
ExportDept.:+45 70 80 30 00/ export@junckers.dk

Junckers Hardwood (USA) +1 800 878-9663 / info@junckershardwood.com
Junckers France S.A. +33 5 5944 8518 / commercial@junckers-france.fr
Junckers Iberica S.A. +34 915 075 719 / info@junckers.es

Junckers S.r.l. +39 348 4405255 / info@junckers.it

Junckers Parkett GmbH. +49 0351-84387077 / info@junckers.de
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